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1.2 Spare Parts List

Pos. Article Number Designation
122 162 000 O steam reheater 230V/50Hz/800 Watt
01 422 162 014 0 temperature fuse cpl.
02 421 281 004 0 turning knob for control
03 422 162 013 0 temperature control 2216 cpl. with turning knob
04 4221620120 iron shoe 2216 1l cpl.
05 927 012007 0 copper ring 13.5x17x1.5
06 422 161 008 0 red. nipple 3/8"out x 1/4"out x 75(brass)
07 923 035023 0 terminal strip 7-core
08 4792510010 signal lamp yellow
09a 423 055003 0 slide switch
09b 928 015 227 0 rocker switch serial no. ....... 03 and above
10 929015009 0 cable screwing PG 11
11 4400000370 small socket spec. 4-core
12 4221610170 protection bushing 2216 (insulation foam)
13 923 063 007 0 star handle black M8x25
14 422 162 004 0 power cable cpl.
19 440000036 0 small plug 4-core
16 213012004 0 high-pressure hose grey with printing
(in meters)
17 219111 006 G hose clamps size 8-12 (4 pcs.)
18 431 002 009 O hose bushing dia 5x33 + nut R 3/8" brass
19 9290550430 fuse holder
20 443 0250130 fuse 10A MTR 5x20 (10 pcs.)
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2 Circuit Diagram
Schaltplan Dampfnacherhitzer 2216
glfrcnit diagram steam reheater 2216
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3 Information Leaflet 2216-001

Assembly of the steam connection hose
to the steam reheater VEIT 2216

The complete length of 1,65 m of the steam connection hose (see spareparts list pos.
16-18) is necessary, if the steam reheater is mounted to the support stand. Thus a
greater range from the steam connection is possible.

If the steam reheater is directly mounted to the steam generator on the swivel holder,
a hose of 60 cm will be sufficient.

In this case the steam hose should be cut off appropriately and the enclosed hose
nozzle with union nut and hose clamp should be attached. Take care to attach them fix,
fasten the hose clamp tight.

Advantage of cutting off the hose:

When steaming for the first time, condensate is developing in the cold steam hose. To
steam this water, the steam reheater additionally needs energy. The shorter the hose is,
the less condensate will develop. The remaining piece of the hose can be used as a
spare part.
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